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As of 08/Feb/2019Design Assessed

DESMI PUMPING TECHNOLOGY (SUZHOU) CO LTD 

NO. 740 FENGTING AVENUE,

WEITING SUD-DISTRICT

SUZHOU JIANGSU

China  215122

Telephone: +86 512 6274 0400

Fax: +86 512 6274 0418

Email: desmi_suzhou@desmi.com, bye@desmi.com 

Web: www.desmi.com

Tier: 5 - Unit Certification Required


Product: Pump, Vertical In-Line Centrifugal


Model: PVLN

Intended Service:

Marine ballast, bilge, fire fighting, general service and cooling water pumping.


Description:

Vertical, in-line, radially split, single-stage centrifugal pumps. Models PVLN1025, PVLN1040, PVLN1050,

PVLN1065 and PVLN0080 in material combination 'A' (casing - cast iron/cast iron alloy, impeller - bronze) which is

intended for fresh water applications and material combination 'D' (casing - bronze, impeller - NiAlBz) which is

intended for sea water applications.


Rating:

Maximum allowable working pressures: 10 bar in material combination 'A' and 'D'.


Service Restriction:

1) Connection flange standard and rating is to be suitable for the intended application. 2) Unit Certification is required

for all pumps as listed in 4-6-1/ 7.3.1 and the test required by 4-6-1/7.3.2 are to be carried out at the manufacturer's

plant in the presence of the Surveyor as required.


Comments:

ABS witnessed additional testing may modify the pump range covered by this approval, or the parameters thereof.


Notes/Drawing/Documentation:

Declaration of conformity to the Request for PDA PVLN, Declaration of conformity dated 12/05/2015,

PVLN Brochure, Brochure

490376Assembly Drawing PVLN 1050-0080

C42607Assembly Drawing PVLN 1025/1040

405169bDrawing Curves

Data for DESMI PVLN Pumps

Operation & Maintenance Instructions

PVLN0080Curve Datasheet

PVLN1025Curve Datasheet

PVLN1040Curve Datasheet

PVLN1050Curve Datasheet

PVLN1065Curve Datasheet


Terms of Validity:

This Product Design Assessment (PDA) Certificate 15-GD1382438-PDA-DUP, dated 08/Feb/2019 remains valid until

11/Jun/2020 or until the Rules or specifications used in the assessment are revised (whichever occurs first).

This PDA is intended for a product to be installed on an ABS classed vessel, MODU or facility which is in existence

or under contract for construction on the date of the ABS Rules or specifications used to evaluate the Product.

Use of the Product on an ABS classed vessel, MODU or facility which is contracted after the validity date of the ABS

Rules and specifications used to evaluate the Product, will require re-evaluation of the PDA.

Use of the Product for non ABS classed vessels, MODUs or facilities is to be to an agreement between the

manufacturer and intended client.
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STANDARDS


ABS Rules:

ABS Rules for Building and Classing Steel Vessels (2015 including RCN 1) 1-1-4/7.7, 1-1-Appendix 3 & 4, 4-6-1/

7.3.1, 4-6-1/7.3.2

ABS Rules for Building and Classing Steel Vessels Under 90 Meters (295 Feet) in Length (2015 including RCN 1) 1-
1-4/7.7, 1-1-Appendix 3 & 4, 4-1-1/7.5,  4-2-1

ABS Rules for Building and Classing Offshore Support Vessels (2015) 1-1-4/7.7, 1-1-Appendix 3 & 4,  4-6-1/ 7.3

ABS Rules for Building and Classing Steel Vessels for Service on Rivers and Intracoastal Waterways (2015) 1-1-
4/7.7, 1-1-Appendix 3 & 4, 4-1-1/11

ABS Rules for Building and Classing Mobile Offshore Drilling Units (2015) 1-1-4/9.7, 1-1-Appendix 2 & 3, 6-1-
5/1.1, 6-1-1/15, 6-1-1/17, 4-2-2/3

ABS Rules for Building and Classing High-Speed Craft (2015) 1-1-4/11.9, 1-1-Appendix 2 & 3, 4-1-1/7.5

ABS Rules for Building and Classing Steel Barge (2015) 1-1-Appendix 3 & 4, 4-1-1/1,


National:

NA


International:

NA


Government:

NA


EUMED:

NA


OTHERS:


NA
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